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SOIL AND ROCK DESCRIPTION

NCDOT GEOTECHNICAL ENGINEERING UNIT

ALIGNMENT: N/A

COLLAR ELEV.: 162.3 ft TOTAL DEPTH: 59.2 ft NORTHING: 451,666 EASTING: 1,964,179

DRILL MACHINE: Diedrich D-50 DRILL METHOD: H.S. Augers w/ Mud Rotary

START DATE: 03/17/10

BORING NO.: EB1-A

COMP. DATE: 03/17/10

ELEV
(ft)
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HAMMER TYPE: Automatic

SURFACE WATER DEPTH: N/A

5.5

FIAD

GROUND WTR (ft)

0 HR.

24 HR.

OFFSET: N/ASTATION: N/A

DRILLER: William J. Miller

PROJECT NO.: 42608.1.JA8 ID.: M-0423 COUNTY: HOKE GEOLOGIST: Justin Heter

SITE DESCRIPTION: BRIDGE NO. 57 on SR 1406 over PUPPY CREEK

0.5ft

ROADWAY EMBANKMENT
Loose.  Brown, f. SAND.  Uniform.

V. loose to med. dense.  Brown, f. SAND.
w/mod. soft Silt.

COASTAL PLAIN
Med. dense to dense. Light brown, f. SAND
w/no to tr. clay and gravel.  Tr. cse. sand at

base.
(Middendorf Formation)

COASTAL PLAIN
Med. dense.  Light brown, f. SAND w/tr.

clay.Hard.  Gray and brown, SILT w/some Clay
and tr. sand.  Uniform.

V. dense to dense.  Gray, SAND w/mod. v.
stiff Clay.  Tr. cse. sand at top of strata.

Boring Terminated at Elevation 103.1 ft in
dense, f. SAND w/mod. stiff Clay.

(Middendorf Formation)

BLOWS PER FOOT

ALLUVIAL
Loose.  Light brown, f. SAND w/some to
high amounts of subangular gravel.  Gap

graded.

DRIVE
ELEV

(ft)

SHEET  04

DEPTH
(ft) 0.5ft 0.5ft

162.3

0 25 50 75

COASTAL PLAIN SEDIMENTARY ROCK
Driller noted hard layer.  Inferred CP and

N-value.
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0.0

ALIGNMENT: N/A

COLLAR ELEV.: 162.3 ft TOTAL DEPTH: 59.3 ft NORTHING: 451,662 EASTING: 1,964,302

DRILL MACHINE: Diedrich D-50 DRILL METHOD: H.S. Augers w/ Mud Rotary

START DATE: 03/16/10

BORING NO.: EB2-A

COMP. DATE: 03/16/10
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HAMMER TYPE: Automatic

SURFACE WATER DEPTH: N/A

NCDOT GEOTECHNICAL ENGINEERING UNIT

15.5

Caved

GROUND WTR (ft)

0 HR.

24 HR.

OFFSET: N/ASTATION: N/A

DRILLER: William J. Miller

PROJECT NO.: 42608.1.JA8 ID.: M-0423 COUNTY: HOKE GEOLOGIST: Justin Heter

SITE DESCRIPTION: BRIDGE NO. 57 on SR 1406 over PUPPY CREEK

DEPTH (ft)

DRIVE
ELEV

(ft)

ALLUVIAL
Soft.  Dark brown, SILT w/little Clay and
some Sand.  Tr. gravel.  Well graded.

Med. dense.  Brown, f. SAND w/tr. cse.
sand and subangular gravel.

COASTAL PLAIN
Med. dense to v. loose.  Brown, f. SAND

w/some to high amounts of gravel.  Loss of
circulation during drilling at base of strata.

(Middendorf Formation)

Med. dense.  Grayish brown to light brown,
f. SAND w/little Clay.  Well graded.

Hard.  Grayish brown, SILT w/little Clay.
Uniform.  V. consolidated.  Low plast.

V. dense to dense.  Gray, f. SAND w/tr.
clay.  Uniform.

Boring Terminated at Elevation 103.0 ft in
dense, f. SAND w/tr. clay.  (Middendorf

Formation)

BLOWS PER FOOT

0.5ft

ROADWAY EMBANKMENT
Loose.  Brown, f. SAND w/tr. clay and

gravel. Uniform.

0.5ft

SHEET  05

DEPTH
(ft)

V. loose.  Brown, f. SAND.  Uniform.  Loss
of circulation during drilling through strata.

SOIL AND ROCK DESCRIPTION
0

Dense.  Grayish brown, f. SAND w/tr.
gravel.  Uniform.
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